


�� ! TRAVEL SPEED
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�� ENGINE
��Model��������������Cummins NT855-C280 BCIII

�� �� �� !�� !"#$�� !"#$

In-line,water cooled 4-cycle,overhead valve direct injection,turbocharged diesel
�� !Rated revelution��������������� 1800rpm
�� !Rated horsepower��������������� 162KW
�� �!���Cylinder number-bore� stroke���� 6-139.7mm� 152.4
�� !Piston displacement������������� 14010ml
�� !"Min fuel consumption�����������205g/KW.h
�� !Max torque������������� 1030NM/1250rpm

�� !UNDERCARRIAGE SYSTEM
�� Type�������������� !"#$�� !"#$

Swing type of sprayed beam,suspended structure of equalizer bar

�� Carrier rollers����������� 2�L��(Each side)

�� ! Track rollers��8�L���� 5�� 3��Eb�� L��F

===           6/each side(single flange4,double flange2)(E-7/each side)

�� ! Track type������������ !"#�� 45��

Assembled single-tooth shoes(45/each side)

�� !"Width of track shoes������������ 560mm

�� ! Pitch�������������������� 216mm

�� !" POWER TAKE OFF SHAFT
��LocationW������������������� !�"#$

At the middle of the back of steering case

��Revolution :�������������������1800rpm

�� !HYDRAULIC SYSTEM
�� !"#Max.pressure���������������14MPa

�� ! Pump type�������������� !Gear pump

��Discharge����������262L/min(�� !"1800rpm)

(At  revolution of  1800rpm)

�� !"#$%&''''''''''''120mm�2(�� !)

Bore of  working  cylinder� number (double-acting type)

�� ! POWER TRANSMITTING SYSTEM

�� !" Torque Converter���������� �� !"!#

3-element 1 stage1phase
�� Transmission��������� �� !"�� !"#�

�� !"#$%

Planetary gear,multi-disc clutch,hydraulically connected,forced lubrication
�� !Main Drive�������� !"#�� !"�� !"

Spiral bevel gear,splash lubrication,single-stage speed reduction
�� !"Steering Clutch������� �� �� !"#$�

�� !�� !

Wet,multi-disc,spring loaded,hydraulically separated, hydraulic control
�� !"Steering  Brake���������� �� �� !"

�� !"�� !

Wet,floating,direct on-off hydraulic inter-linking operation
�� ! Final drive��������� �� !"#$%�� !

2-stage speed reduction of spur gear,splash lubrication

�� !OVERALL DIMENSIONS
�� ! Straight-tilt blade 6060� 4365� 3435mm�

=�� Gear �� 1st �� 2nd �� 3rd

=�� Foward(km) 0-3.6 0-6.5 0-11.2

=��Reverse(km) 0-4.3 0-7.7 0-13.2
�W=��� !"#$%&'()*+�� !"�� !"�� !"#$

Note: Materials and specifications are subjected to change without notice.
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SHANDONG SHANTUI CONSTRUCTION MACHINERY IMP&EXP CO.,LTD

����� !"#$%&�' 71�� !" 6�

Adress:No.71 Wutaizha East Road,Jining,Shandong,China

���Tel):+86-537-2909367  2909368  2909369  2909370

���Fax�:+86-537-2311219

���E-mail��info@shantuichina.com

�� !�Website�: www.shantuichina.com

����� !"#$%&'( 6�� !"#$% 1��(C�)11�

Adress:Focus Square C-F11,No.6 Futong East Road, Chaoyang District, Beijing, China

���Tel):+86-10-8478  5858-(�� ) Extension

���Fax�:+86-10-8478  5866, +86-10-8478  5966

��:(P.C)100102

�� !"BEIJING BRANCH

�� 

Straight-tilt

�� !"#Min.ground clearance(mm) 405

�� !Operating weight(kg) 25700

�� !Ground pressure(MP ) 0.077

�� !"#Min.turning radius(m) 3.3

�� !Gradeability(°) 30

�� !" Track gauge(mm) 2000

�� !Dozing capacity(m3) 6.8

�� Efficiency(m3 /H)(�� Theoretical value�� 40�� 330

�� !Blade width(mm) 4365

�� !Blade height(mm) 1248

�� !"#Max.drop below ground (mm) 540

�� !"#Max.tilt adjustment(mm) � 735

��Weight(kg) 3630
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